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and Performance Requirements, Meth-
ods of Testing and Required Test Re-
sults,’’ with Annexes, June 1999. 

(ix) IEC 1097–12 Ed 1.0, ‘‘Global Mari-
time Distress and Safety System 
(GMDSS)—Part 12: Survival Craft 
Portable Two-Way VHF Radio-
telephone Apparatus—Operational and 
Performance Requirements, Methods of 
Testing and Required Test Results,’’ 
with Annexes, November 1996. 

(d) The documents referenced in 
paragraphs (a) through (c) of this sec-
tion have been approved for incorpora-
tion by reference by the Director of the 
Federal Register in accordance with 5 
U.S.C. 552(a) and 1 CFR Part 51. Identi-
fication data and place to purchase for 
each of the referenced documents are 
listed as follows: 

(1) Copies of IMO Resolutions, the 
1974 SOLAS Convention, and the 1983 
and 1988 amendments to the 1974 
SOLAS Convention can be purchased 
from Publications, International Mari-
time Organization, 4 Albert Embank-
ment, London SE1 7SR, United King-
dom. 

(i) IMO Resolution A.525(13) is con-
tained in the Resolutions and Other 
Decisions of the Assembly of the Inter-
national Maritime Organization, 13th 
Session, 1983, (IMO, London, 1984), 
Sales Number 073 84.07.E. 

(ii) IMO Resolutions A.802(19), 
A.803(19), A.804(19), A.806(19), A.807(19), 
A.808(19), A.810(19), A.811(19) and 
A.812(19) are contained in the Resolu-
tions and Other Decisions of the As-
sembly of the International Maritime 
Organization, 19th Session, 1995, (IMO, 
London, 1988), Sales Number IMO–194E 
ISBN No. 91–801–1416–6. 

(iii) IMO Resolutions A.662(16) and 
A.664(16) are contained in the Resolu-
tions and Other Decisions of the As-
sembly of the International Maritime 
Organization, 16th Session, 1989, (IMO, 
London, 1990), Sales Number 136 90.04.E 

(iv) IMO Resolutions A.694(17), and 
A.700(17) are contained in the Resolu-
tions and OtherDecisions of the Assem-
bly of the International Maritime Or-
ganization, 17th Session, 1991, (IMO, 
London, 1991), Sales Number IMO–142E 
ISBN No. 91–801–1281–3. 

(2) ITU–R Recommendations, ITU 
Radio Regulations, and ITU-T publica-
tions can be purchased from the Inter-

national Telecommunication Union 
(ITU), Place des Nations, CH–1211 Gene-
va 20, Switzerland. 

(i) All ITU–R Recommendations ref-
erenced in this section are contained in 
Recommendations of the ITU–R, Vol-
ume M series parts 3, 4, and 5. 

(ii) ITU–T Recommendation E.161 is 
contained in Facicle II.2 Volume II— 
Telephone Network and ISDN Oper-
ation, Numbering, Routing and Mobile 
Service, (ITU, Geneva, 1989, revised in 
1993 and 1995). 

(iii) ITU–T Recommendation E.164.1 
is contained in Facicle VI.1 Volume II 
Numbering Plan for the International 
Telephone Service, (ITU, Geneva, 1989, 
revised in 1997). 

(3) IEC publications can be purchased 
from the International Electro-
technical Commission, 3 Rue de 
Varembe, CH–1211 Geneva 20, Switzer-
land, or from the American National 
Standards Institute (ANSI), 25 West 
43rd Street, New York, NY 10036, tele-
phone (212) 642–4900. 

(4) ISO Standards can be purchased 
from the International Organization 
for Standardization, 1 Rue de Varembe, 
CH–1211 Geneva 20, Switzerland, or 
from the American National Standards 
Institute (ANSI), 25 West 43rd Street, 
New York, NY 10036, telephone (212) 
642–4900. 

(5) Copies of the publications listed 
in this section that are incorporated by 
reference can be inspected at the Fed-
eral Communications Commission, 445 
12th Street, SW., (room CY–A257), 
Washington, DC, or at the National Ar-
chives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

[68 FR 46977, Aug. 7, 2003] 

§ 80.1103 Equipment authorization. 
(a) All equipment specified in § 80.1101 

must be certificated in accordance 
with 47 CFR part 2 specifically for 
GMDSS use, except for equipment used 
in the INMARSAT space segment 
which must be type-approved by 
INMARSAT and verified in accordance 
with 47 CFR part 2 specifically for 
GMDSS use. The technical parameters 
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of the equipment must conform to the 
performance standards as specified in 
§ 80.1101. For emergency position-indi-
cating radiobeacons operating on 406.0– 
406.1 MHz (406.0–406.1 MHz EPIRBs) 
that were authorized prior to April 15, 
1992, and meet the requirements of 
§ 80.1101, the manufacturer may attest 
by letter that the equipment (indicate 
FCC ID#) meets the requirements of 
§ 80.1101 and request that it be denoted 
as approved for GMDSS use. 

(b) Applicants for certification must 
submit with their applications meas-
urement data sufficiently complete to 
ensure compliance with the technical 
parameters. The application must in-
clude the items listed in 47 CFR 2.983. 
Additional measurement data or infor-
mation may be requested depending 
upon the equipment. For items not 
listed in § 2.983 of this chapter, the ap-
plicant must attest that the equipment 
complies with performance standards 
as specified in § 80.1101 and, where ap-
plicable, that measurements have been 
made that demonstrate the necessary 
compliance. Submission of representa-
tive data demonstrating compliance is 
not required unless requested by the 
Commission. 

(c) Applicants for verification must 
attest that the equipment complies 
with performance standards as speci-
fied in § 80.1101 and, where applicable, 
that measurements have been made 
that demonstrate the necessary com-
pliance. Submission of representative 
data demonstrating compliance is not 
required unless requested by the Com-
mission. An application must include 
the items listed in § 2.975 of this chap-
ter and a copy of the INMARSAT type 
approval certification indicating that 
equipment meets GMDSS standards 
and includes all peripheral equipment 
associated with the specific unit under 
review. 

(d) Submission of a sample unit is 
not required unless specifically re-
quested by the Commission. 

(e) In addition to the requirements in 
part 2 of this chapter, equipment speci-
fied in § 80.1101 shall be labeled as fol-
lows: ‘‘This device complies with the 
GMDSS provisions of part 80 of the 
FCC rules.’’ Such a label is not required 
for emergency position-indicating 
radiobeacons operating on 406.0–406.1 

MHz (406.0–406.1 MHz EPIRBs) that 
were authorized prior to April 15, 1992. 

[57 FR 9065, Mar. 16, 1992, as amended at 57 
FR 44702, Sept. 29, 1992; 63 FR 36607, July 7, 
1998; 68 FR 46980, Aug. 7, 2003] 

§ 80.1105 Maintenance requirements. 
(a) Equipment must be so designed 

that the main units can be replaced 
readily, without elaborate recalibra-
tion or readjustment. Where applica-
ble, equipment must be constructed 
and installed so that it is readily acces-
sible for inspection and on-board main-
tenance purposes. Adequate informa-
tion must be provided to enable the 
equipment to be properly operated and 
maintained (see IMO Resolution 
A.569(14)). 

(b) Radio equipment required by this 
subpart must be maintained to provide 
the availability of the functional re-
quirements specified in § 80.1081 and to 
meet the performance standards speci-
fied in § 80.1101. 

(c) On ships engaged on voyages in 
sea areas A1 and A2, the availability 
must be ensured by duplication of 
equipment, shore-based maintenance, 
or at-sea electronic maintenance capa-
bility, or a combination of these. 

(d) On ships engaged on voyages in 
sea areas A3 and A4, the availability 
must be ensured by using a combina-
tion of at least two of the following 
methods: duplication of equipment, 
shore-based maintenance, or at-sea 
electronic maintenance capability. 

(e) Irrespective of the maintenance 
methods used, a ship must not depart 
from any port unless and until the ship 
is capable of performing all distress 
and safety functions as specified in 
§ 80.1081. 

(f) Irrespective of the maintenance 
methods used, all manufacturers’ in-
struction manuals and maintenance 
manuals for each piece of equipment 
required and installed must be avail-
able on-board ship. Adequate tools, 
spare parts, and test equipment appro-
priate to the methods used by the ship 
as recommended by the manufacturer 
should be provided. The manuals, tools, 
spare parts, and test equipment, as ap-
plicable, should be readily accessible. 

(g) If the duplication of equipment 
maintenance method is used, the fol-
lowing radio installations, in addition 

VerDate Aug<04>2004 14:00 Dec 13, 2004 Jkt 203197 PO 00000 Frm 00170 Fmt 8010 Sfmt 8010 Y:\SGML\203197T.XXX 203197T


